IN THE CLAIMS 



Please amend claims 7,. 4-5, 8-9, 14, 16-19 and 21, as follows: 

1, (Currently Amended) in a wireless communication device for 
use by an individual of an enterprise, a method of for use in providing 
restrictions on long distance calls attempted, from the wireless 
communication device through a wireless communication network with 
use of a host enterp rise server, the method comprising the acts of: 

regularly performing data synchronization, over a wireless link of the 
wireless communicaNon network, for daia gems of a personal information 
manager application of the wireless device and corresponding data 
items stored at the host enterprise server, the host enterprise server being 
connected in a priva te communication n etwork of the enterprise which is 
outside of the wireiess communication network within which the wireless 
device: 

receiving, over a wireless link of a- the wireless communication 
network, long distance call restriction information from a- the host 
enterprise server in a the private communication network ofthe - enterpr - ise 
wh i ch i s ou tside o f the -wfretess-eeffimarvie^^ 

wire ie ss device-operates , the host enterprise server having the long 
distance call restriction information stored in a user profile which is unique 
to the individual and being one of a plurality of user profiles for individuals 
of the enterprise, the long distance cai! restriction information being 
indicative of one or more country codes or area codes; 

storing the long distance call restriction information received from 
the host enterprise server; 



determining., at trie wireless device of trie individual, whether a call 
attempt from the wireless device is restricted by comparing a country 
code or area code of a telephone number of the calf attempt with the 
one or more country codes or area codes of the long distance cali 
restri c ti o n i n forma ti on ; 

if the wireless device determines that the call attempt is restricted 
by the long distance cali restriction information, re s tricting inhibiting the 
call attempt from the wireless device over the wireless communication 
network; and 

if the wireless device determines that the caii attempt is not 
restricted by the long distance call restriction information, allowing the call 
attempt from the wireless device for establishing > c - ill pyn the vnn 
communication network . 

2. (Previously Presented) The method of claim 1, further 
comprising: 

establishing a wireless funnel through the wireless communication 
network over which the long distance cali restriction information is pushed 
to the wireless device. 

3. (Previously Presented) The method of claim 1, wherein the 
acts of the method are performed for each one of a plurality of wireless 
communication devices associated with the plurality of user profiles of the 
enterprise, 

4. (Currently Amended) The method of claim 1 , wherein the a-ef 
ef : --r-eceiv4n§--€OF^i5^ 

r-estftetrefv-infoffi^af^ 



i t f l. vex t J , . iro [j\c . i . oljj t j j f tha 

■ wr eie& S"4 e v i € e "aRei - 4te"^9st" -e rrt e fpri se "$ e fv e i : data items of the persopaj 

information manager application comprise at least one of e-mail 

message v ; , k; j '.-n event data items. 

5. (Currently Amended) A wireless communication device for 
use by an individual of an enterprise, comprising: 

a radio modem which is configured to communicate with a wireless 
commu mca tion network receive long distance c a ll restriction information 
from a host enterprise server of a private communication n e two r k of th e 

enterprise when is eutside''0'f4he''Wireies^ 

whlGivthe ' Wi^ 

l ong d i stanc e ca ll restr i ct i on information stored i n a user prof i le which is 
un i que to the individual and being one of a plurality of user profi l es for 
i ndiv i duals -of th e enterpris e , the long distance call r e strict i on- i nlof'matron 
f ^ f n§4rK4 i 6a # y e- Qfo i ^ 

r e e e i v e d fro m the host ente r pr i s e-sewef ; 

a user interface which is configured to receive a telephone call 

attempt from the wireless device of the individual; 

a controller coupled to the radio modem, the memory, and the 

user interface, the controller wh4eh4s being configured to: 

regularly perform data synchronization, over the wireless 
communication network with use of the radio modem, for data 
items of a personal information manager application of the wireless 
device and correspondi n g data items stored at a host, enterprise 
server, the host enterprise server being connected in a private 
communication network of the enterprise which is outside of the 

4 



wireless communication network within which the wireless cic- % < 
operates; 

i< i i tv< f -V i tin wie< ! t ommunication netw rk . h use of 
the re do mod e m. Spri g distance call restriction information from the 
host enterprise server of the private communication network of the 
enterprise, the long distance cali restriction information being stored 
il tft h t nt tf ei s« i ' i in t [i i [ f hi Jn h h inn [it { th«^ 
individual and being one of a plurality of user profiles for individuals 
of the enterprise, the long distance call restriction information being 
indicative of one or more country codes or area codes: 

store the ,|Qng,,,,di$ta nee ,,,caij restrjcton.,,jnj:oi;mation in...the 

memory; 

determine whether the cali attempt is restricted by 
comparing a country code or area code of a telephone number of 
the cali attempt with the one or more country codes or area codes 
of the long distance caii restriction information; 

if the contro ller determines that the call attempt is restricted 
by the long distance caii restriction information based on the 
comparing . Festoe* inhibit the caii attempt from the wireless device 
over the wireless communication network : and 

if the controller determines that the call attempt is not 
restricted by the long ciist mc « ill restrk ft >n inform iti >n [ ih-J on 
the comparing, allow the cali attempt from the wireless device for 

; shing a call ovei the wireless communication network. 

6. (Previously Presented) The wireless device of claim 5, which is 
configured to establish a wireless tunnel through the wireless 
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communication network over which trie long distance call restriction 
information is pushed to the wireless device. 

7. (Previously Presented) The wireless device of claim 5, wherein 
the long distance call restriction information comprises the one or more 
country codes. 

8. (Currently Amended} The wireless device of claim 5, wherein 
the radio modem is configured to recei v e the long distance call restriction 
i nformat i o n from the host enterprise server which is fu rt her' utilized ■■■to 
f€^uiaffy---$yr-K^ 

device -arKj the host e nt erprise s e rv e r long distance cail restriction 

information comprises the one or more area codes . 

9. (Currently Amended) The wireless device of claim 5, further 
compr i s i ng: 

wftefeto-4 n e radio mod e m whi ch is a d apt e^-te-fec-efve-me-k^ 
d i stance - ca f f - ie ^ tfict i e r v - ^ 
€9ffe spOf i eis - -t - o-a re o P ii e - oe - ^ 

device wherein the data items of the personal information manag er 
application comprise at least one of e-mail message data items and 
calendar '< it i items . 

10. (Previously Presented) The wireless device of claim 5, further 
comprising: 

a smart card interface for receiving a smart card; and 
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wherein the radio modem receives long distance call restriction 
information of the user profile which uniquely corresponds to an identifier 
stored on the smart card. 

1 1 . (Previously Presented) A communication system, comprising: 
a host server which is configured to connect to a host computer 
network; 

memory of the host server; 

the memory for storing user profile information which is unique to a 
wireless communication device or a subscriber thereof; 

the user profile information including long distance call restriction 
information which is indicative of one or more country codes or area 
codes; 

the host, server configured to cause the long distance call restriction 
information to be sent to the wireless communication device through the 
host computer network arid a wireless communication network within 
which the wireless communication device operates; 

the host server being configured to connect with the host computer 
network which is outside of the wireless communication network within 
which the wireless communication device operates: 

the wireless communication device including: 

a radio modem which is configured to receive the long 

distance call restriction information through the wireless 

com m u n i c a ti o n n et work; 

memory which stores the long distance cai! restriction 

information; 

a user interface which is configured to receive a telephone 
cai! attempt, from the subscriber of the wireless device; 
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a controller which is configured to; 

determine whether the cal! attempt is restricted by 
comparing a country code or area code of a telephone 
number of the call attempt with the one or more country 
codes or area codes of the long distance caii restriction 
information; 

if the call attempt is restricted by the long distance caii 
restriction information, restrict the caii attempt from the 
wireless device; and 

if the call attempt is not restricted by the long distance 
caii restriction information, allow the call attempt from the 
wireless device. 

12. (Previously Presented) The communication system of claim 
11, wherein the host server is configured to connect with the host 
computer network which is a private communication network. 

13. (Previously Presented) The communication system of claim 
11, wherein the memory of the host server is for storing a plurality of user 
profiles which are unique to each user or subscriber. 

14. (Currently Amended) In a wireless communication device for 
use by an individual of an enterprise, a method of providing restrictions on 
long distance calls from the wireless communication device comprising 
the acts of; 

regularly performing data synchronization, er i ^>\\> 
communication network, for data items of a personal information 
manager application of the wireless device and corresponding data 

8 



ite ms store d at a host enter p r i se server, the h ost e n h pi is iver being 
connected in a private commune \t\< in [v\ nk >Uh i j: which is 
outside, ofihe.w^^ 
deyjce.oi3e.g;ates t 

receiving, from a user interface of the wireless device of the 
individual, a selection of a plurality of telephone call digits of a telephone 
number associated with a telephone call attempt for a telephone call 
from the wireless device; 

in response to the telephone call attempt; 

transmitting, to a- the host enterprise server of a the. private 

communication network of the enterprise wh i- e - h ---i- s --- outs i Gl e--- e - f ---- the 

operate s , a query request to identify whether the telephone call to 
the telephone number should be inhibited based on long distance 
call restriction information stored in the host comput e r-n e twork 
enterprise server which is indicative of one or more country codes or 
area codes; 

receiving, from the host enterprise server of the private 
communication network, a response to the query request which is 
based on a comparison of a country code or area code of the 
telephone number with the one or more country codes or area 
codes of the long distance call restriction information performed at 
the host enterprise server; 

if the response from the host enterprise server is positive, 
allowing the telephone call associated with the telephone call 
attempt from the wireless device for establishing a call over the 
wireless communication network ; and 
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if the response from the host enterprise server is negative, 
inhibiting the telephone call associated with the telephone cai! 
attempt from >s drv r o over the 

network and providing an audible or visual alert at the wireless 
device. 

15. (Original) The method of claim 14, comprising the further act 

Of: 

transmitting the query only if the telephone number is identified as 
being a long distance telephone number. 

16, (Currently Amended) A wireless communication device for 
use by an individual of an enterprise, comprising: 

a user interface which is configured to receive a telephone call 
attempt at the wireless device of the individual for a telephone call to a 
telephone number; 

a radio modem which is configured for communications with a 
wireless communication network; 

a controller which is coupled to the user interface and the radio 
modem: 

the controller being configured to operate with the radio modem to 
regularly perform data synchronization for data items of a persona! 
information manager application of the wireless device and 
corresponding data items stored at a host enterprise server, the host- 
enterprise server being connected in a private communication network of 
the enterprise which is outside of the wireless communication network 
within which the wireless device operates; 
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a the controller which is being further configured to perform trie 
following acts in response to the telephone call attempt: 

cause a query request to be transmitted, to a the host 
enterprise server of a the private communication network of the 



modem to identity whether trie telephone call to the telephone 
number should be restricted based on long distance call restriction 
information stored in the private communication network; 

receive, from the host enterprise server through the radio 
modem, a response to the query request which is based on a 
comparison of a country code or area code of the telephone 
number with the one or more country codes or area codes of the 
long distance call restriction information performed at the host 
enterprise server; 

if the response from the host enterprise server is positive, 
allowing the telephone call associated with the telephone call 
attempt from the wireless device for establishing a call over the 
wireless c ommunicati on network; and 

if the response from the host enterprise server is negative, 
inhibiting the telephone call associated with the telephone call 
attempt from the wireless device over the wireless communication 
network and providing an audible or visual alert at the wireless 
device. 

17. (Currently Amended) In a host, enterprise server of a private 
computer network of an enterprise, a method of for use in providing 
restrictions of long distance calls from a wireless communication device 



enterprise which is outside of the wircies; 



a tion n e twor k 




through the radio 



for an individual in the enterprise, for each of a plurality of individuals in 
the enterprise, the method comprising the acts of: 

e 4 t , s s >. 'pni/atiou, by the host enterprise 

server, for data items of a personal information manager application of 
the wireless device and corresponding data items stored at the host. 
enterprise server, the host enterprise serve? being connected in the private 
c. o mputer network of the enterprise which is outside of the wireless 
communication network within which the wireless device operates; 

maintaining storage, by the host enterprise server, of long distance 
caii restriction information in a user profile associated with the individual of 
the enterprise, the long distance call restriction information being 
indicative of one or more country codes or area codes; 

receiving, at the host enterprise server through a the wireless 
communication network, a query request from the wireless 
communication device of the individual in response to an attempt to 
place a telephone call to a telephone number from the wireless device 
through the wireless communication network, where the query request 
includes data indicative of a country code or area code of the telephone 
number; 

in response to the query request searching the long distance call 
restriction information to identify whether the telephone call with the 
country code or area code should be allowed or restricted by comparing 
a country code or area code of a telephone number of the call attempt 
with the one or more country codes or area codes of the long distance 
caii restriction information; and 

causing a response to be sent from the host, enterprise servei to the 
wireless device which indicates whether the telephone call to the 
telephone number is allowed or restricted based on the comparison. 
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18. (Currently Amended) The method of claim 16, furth e r 




sy nchroniz e d between an application of the wiretesfr-^eviee- a nd the host- 
e nt e rpri se s e rv e r wherein the data items of the personal information 
manager application comprise at least one of e-rnail message data items 
and calendar evens data items 



19, (Currently Amended) A host enterprise server which is 
configured for coupling to a private computer network of an enterprise 
which is outside of a wireless communication network within which a 
plurality of wireless communication devices operate, the host enterprise 
server comprising: 

memory for storing a plurality of user profiles associated with the 
plurality of wireless communication devices for individuals in the 
enterprise, each user profile having user profile information which is unique 
to a wireless communication device or individual user thereof and 
including long distance call restriction information which is indicative of 
one or more country codes or area codes for restricting long distance 
telephone calls from the wireless communication device; and 

the host enterprise server being configured to cause, for each one 
of the wireless communication devices for the individuals in the enterprise, 
the long distance calf restriction information to be sent to the wireless 
communication device through the private computer network of the 
enterprise and the wireless communication network for restricting the iong 
distance telephone calls from the wireless communication device wi-t-hi-n 
v\4ii€f->-the-wirele-ss--eammyfffeatjo^--deviee--operate-s; and 
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perform, for each one of the wifeless communication devices for 
tndMdualijn the entefjv-nse^ data ?f"c.h]< : M'<\iabori tor data ;oms of a 
persona! information manager appiication of the wireless communication 
device through the private computer network of the enterprise and the 
wireless communication network. 

20. (Canceled) 

21 , (Currently Amended) The host enterprise server of claim 1 9, 
wherein the h o s t ente rpris e s e rve r i s further configured to, for e ac h one of 
: th e.. w i rele$S ' GQmmurfe 

regularly ca use data items betwe e n an appi i cation of the wir eless device 
and the ho s t e nt er p r is e s erver to be synchron i zed via t h e w ir e l e s s 
commun i cat i on network data items of the personal information manager 
appiication comprise at least one of e-mail message data items and 
calendar event data items. 
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